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□ Features 

Your RadioShack FRS Intercom Base Station is a 
great way to communicate with other FRS radio oper- 
ators. Because of its convenient compact size, you 
can piace it just about anywhere. You can mount it on 
a waii in your home or office for use as a base station, 
its other features inciude: 

TX (Transmit) Indicator — lights to show when the 
radio is transmitting. 

PLL (Phase-Locked Loop) Controlled Circuitry — 

provides accurate and stable channel selection. 

Quiet Codes (Continuous Tone Control Squelch 
System) — helps to reduce interference from other 
systems in the area that are operating on the same 
frequency. 

Built-In Modulation Limiter Circuit — automatically 
adjusts for a wide variety of voice levels to ensure an 
understandable transmission. 


© 2000 Tandy Corporation. All Rights Reserved. 
RadioShack and RadioShack.com are trademarks 
used by Tandy Corporation. 
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FCC STATEMENT 

This equipment complies with the limits for a Class B 
digital device as specified In Part 15 of FCC Rules. 
These limits provide reasonable protection against ra- 
dio and TV interference in a residential area. Howev- 
er, your equipment might cause TV or radio 
interference even when it is operating properly. To 
eliminate interference, you can try one or more of the 
following corrective measures: 

• reorient or relocate the receiving antenna 

• Increase the distance between the equipment 
and the radio or TV 

• use outlets on different electrical circuits fcr the 
equipment and the radio or TV 

Consult your local RadloShack store if the preblem 
still exists. 

You must use shielded Interface cables with this 
equipment. 


Features 
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□ Preparation 

INSTALLATION 

Selecting a Location 

Select a location for the base station that is: 

• near an AC outlet 

• out of the way of normal activities 

• not likely to get wet 

• away from electrical machinery, electrical appli- 
ances, and metal walls or filing cabinets 

• away from wireless intercoms, alarms, and room 
monitors 

The location of the base station affects its range. If 
you have a choice of several locations, try each to 
see which provides the best performance. 

MOUNTING THE STATION 

You can place the station on a desktop or mount it di- 
rectly on a wall. 
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Connecting Power 

The base station requires the supplied 9V, 500 mA 
AC adapter and a standard AC outlet for power. 

Cautions: 

A You must use a Class 2 power source 
that supplies 9V DC and delivers at 
least 500 mA. Its center tip must be set 
to positive and its plug must fit the base station’s 
DC 9V 500 mA jack. The supplied adapter meets 
these specifications. Using an adapter that does 
not meet these specifications could damage the 
base station or the adapter. 

• Always connect the AC adapter to the base sta- 
tion before you connect it to AC power. When 
you finish, disconnect the adapter from AC power 
before you disconnect it from the base station. 

1. Insert the supplied AC 
adapter’s barrel plug into the 
DC 9V 500 mA jack on the 
back of the base station. 

2. Route the adapter cord into 
the groove on the back of the 
station. 

3. Plug the adapter into a standard AC outlet. 



Preparation 


5 


21-1845RC.fm Page 6 Thursday, April 20, 2000 11:42 AM 


4. Raise the antenna to a vertical position. 

Mounting on a Wall 

Note: To mount the base station on a wall, you need 
two screws (not supplied) with heads that fit the key- 
hole slots on the bottom of the base station. 

1. Drill two holes 2^/4 inches (70 mm) apart. Then 
thread a screw into each hole, letting the screw 
heads extend about Vs-inch (3.5 mm) from the 
wall. 



2. Insert the supplied AC adapter’s barrel plug into 
the DC 9V 500 mA jack on the back of the base 
station. 

3. Route the AC adapter’s cord into the strain relief 
groove on the bottom left side of the base station, 
then plug the adapter into a standard AC outlet. 

4. Place the base station’s two keyhole slots over 
the screws and slide the base station down to 
secure it. 
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5. Raise the antenna to a vertical position. 


SETTING THE QUIET CODE AND 
CHANNEL 

The quiet feature lets you communicate with another 
radio which uses the same channel and CTCSS (qui- 
et) code as your radio. Use the DIP switches on the 
bottom of the base station and the settings listed in 
the following chart to set the channel and quiet codes. 
The rightmost switches control the quiet codes, while 
the leftmost switches control the channel. If you do 
not want to use a quiet code, set all the rightmost 



Preparation 
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Quiet Code Settings 

Set the DIP switches according to the foiiowing chart, 
where 0 represents a switch set to off and 1 repre- 
sents a switch set to on. 


Quiet Code 

Frequency 

(Hz) 

DIP Switch 
Setting 

Without CTCSS 


000000 

01 

67.0 

000001 

02 

71.9 

000010 

03 

74.4 

000011 

04 

77.0 

000100 

05 

79.7 

000101 

06 

82.5 

000110 

07 

85.4 

000111 

08 

88.5 

001000 

09 

91.5 

001001 

10 

94.8 

001010 

11 

97.4 

001011 

12 

100.0 

001100 
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Quiet Code 

Frequency 

(Hz) 

DIP Switch 
Setting 

13 

103.5 

001101 

14 

107.2 

001110 

15 

110.9 

001111 

16 

114.8 

010000 

17 

118.8 

010001 

18 

123.0 

010010 

19 

127.3 

010011 

20 

131.8 

010100 

21 

136.5 

010101 

22 

141.3 

010110 

23 

146.2 

010111 

24 

151.4 

011000 

25 

156.7 

011001 

26 

162.2 

011010 

27 

167.9 

011011 

28 

173.8 

011100 

29 

179.9 

011101 


Preparation 
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Quiet Code 

Frequency 

(Hz) 

DIP Switch 
Setting 

30 

186.2 

011110 

31 

192.8 

011111 

32 

203.5 

100000 

33 

210.7 

100001 

34 

218.1 

100010 

35 

225.7 

100011 

36 

233.6 

100100 

37 

241.8 

100101 

38 

250.3 

100110 


Channel Frequency Settings 

Set the DIP switches according to the foiiowing chart, 
where 0 represents a switch set to off and 1 repre- 
sents a switch set to on. 


Channei 

Frequency 

(MHz) 

DIP Switch 
Setting 

1 

462.5625 

0000 

1 

462.5625 

0001 
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Channel 

Frequency 

(MHz) 

DIP Switch 
Setting 

2 

462.5875 

0010 

3 

462.6125 

0011 

4 

462.6375 

0100 

5 

462.6625 

0101 

6 

462.6875 

0110 

7 

462.7125 

0111 

8 

467.5625 

1000 

9 

467.5875 

1001 

10 

467.6125 

1010 

11 

467.6375 

1011 

12 

467.6625 

1100 

13 

467.6875 

1101 

14 

467.7125 

1110 

14 

467.7125 

1111 


Preparation 
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□ Operation 

Important: The FCC does not allow you to send a 
continuous tone for more than 10 seconds at a time 
on FRS frequencies. Do not hold down CALL for more 
than 10 seconds. 



Rotate VOLUME to turn the base station on and off 
and adjust the volume. The power Indicator lights 
green when the base station is on. 

Field down CALL to send a page to other FRS radios 
set to the same channel (and quiet code, If you se- 
lected one). A ringing tone sounds. 

Set the DIP switches to the desired codes. (See “Set- 
ting the Quiet Code and Channel” on Page 7.) 
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To transmit, hold down TALK (TX lights green) and 
speak in a normal voice. When you finish your trans- 
mission, release TALK. 

You can connect an optional microphone/speaker 
(not supplied) with a ^/32-inch (2.5-mm) mini plug and 
a Vs-inch (3.5-mm) plug to the base station’s MIC/SPK 
jacks. Or you can connect an earphone with a Vs-inch 
(3.5-mm) plug to the SPK jack. 

To hear everything happening on a channel (including 
weak transmissions), hold down MON. Release MON 
to turn auto-squelch back on. 

To keep your hands free when using the base station, 
press vox once. The VOX indicator on the lower left 
corner lights red. The radio automatically transmits 
when you speak and is set to receive when you are 
not speaking. To turn off VOX, press VOX again. 

To adjust the microphone’s sensitivity, rotate vox 
clockwise for normal conditions or counterclockwise if 
you are in a noisy environment. 

For the best reception, raise the fixed telescoping an- 
tenna to a fully vertical position. 


Operation 
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□ Care 

To enjoy your FRS Intercom Base Station for a long 
time: 

• Keep the base station dry. If it gets wet, wipe it 
dry immediately. 

• Use and store the base station only in normal 
temperature environments. 

• Handle the base station gently and carefully. Do 
not drop it. 

• Keep the base station away from dust and dirt. 

• Wipe the base station with a damp cloth occa- 
sionally to keep it looking new. 

Modifying or tampering with the base station’s internal 
components can cause a malfunction and might inval- 
idate its warranty and void your FCC authorization to 
operate it. If your base station is not performing as it 
should, take it to your local RadioShack store for as- 
sistance. 
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□ Specifications 


RF Output Power 

Number of Channels 

RX Frequency 

Modulation Type 

Antenna Impedance 

Microphone 

Power Supply 

Sensitivity at 12 dB Sinad ... 
Adjacent Channel Rejection 

Audio Output Power 

Audio Distortion 

Microphone Impedance 

Speaker Impedance 

Harmonic Emissions 

Operating Temperature 

Dimensions (HWD) 

Weight 


. 500 mW ERP @ 9V DC 

14 

462.5625-467.7125 MHz 

FM 

50 Ohms 

Condenser Type 

9V DC 500 mA 

0.5 pV 

45 dB 

500 mW @ 8 Ohms 

5% 

Low 

8 Ohms 


More than 50 dB 

-4° to 122°F (-20° to 50 °C) 

1^/16 X 7 X 4^/4 in 

(36 X 178 X 120 mm) 

10.6 oz (300 g) 


Specifications are typical; individual units might vary. Speci- 
fications are subject to change and improvement without no- 
tice. 


Specifications 
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Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in 
material and workmanship under normal use for ninety (90) days from the 
date of purchase from RadioShack company-owned stores and authorized 
RadioShack franchisees and dealers. EXCEPT AS PROVIDED HEREIN, Ra- 
dioShack MAKES NO EXPRESS WARRANTIES AND ANY IMPLIED WAR- 
RANTIES. INCLUDING THOSE OF MERCHANTABILITY AND FITNESS 
FOR A PARTICULAR PURPOSE, ARE LIMITED IN DURATION TO THE DU- 
RATION OF THE WRITTEN LIMITED WARRANTIES CONTAINED HEREIN. 
EXCEPT AS PROVIDED HEREIN, RadioShack SHALL HAVE NO LIABILITY 
OR RESPONSIBILITY TO CUSTOMER OR ANY OTHER PERSON OR EN- 
TITY WITH RESPECT TO ANY LIABILITY, LOSS OR DAMAGE CAUSED 
DIRECTLY OR INDIRECTLY BY USE OR PERFORMANCE OF THE PROD- 
UCT OR ARISING OUT OF ANY BREACH OF THIS WARRANTY INCLUD- 
ING, BUT NOT LIMITED TO, ANY DAMAGES RESULTING FROM 
INCONVENIENCE, LOSS OF TIME, DATA, PROPERTY, REVENUE, OR 
PROFIT OR ANY INDIRECT, SPECIAL, INCIDENTAL, OR CONSEOUEN- 
TIAL DAMAGES, EVEN IF RadioShack HAS BEEN ADVISED OF THE POS- 
SIBILITY OF SUCH DAMAGES. 

Some states do not allow limitations on how long an implied warranty lasts or 
the exclusion or limitation of incidental or consequential damages, so the 
above limitations or exclusions may not apply to you. 

In the event of a product defect during the warranty period, take the product 
and the RadioShack sales receipt as proof of purchase date to any Ra- 
dioShack store. RadioShack will, at its option, unless otherwise provided by 
law: (a) correct the defect by product repair without charge for parts and la- 
bor; (b) replace the product with one of the same or similar design; or (c) re- 
fund the purchase price. All replaced parts and products, and products on 
which a refund is made, become the property of RadioShack. New or recon- 
ditioned parts and products may be used in the performance of warranty ser- 
vice. Repaired or replaced parts and products are warranted for the 
remainder of the original warranty period. You will be charged for repair or re- 
placement of the product made after the expiration of the warranty period. 
This warranty does not cover; (a) damage or failure caused by or attributable 
to acts of God, abuse, accident, misuse, improper or abnormal usage, failure 
to follow instructions, improper installation or maintenance, alteration, light- 
ning or other incidence of excess voltage or current: (b) any repairs other 
than those provided by a RadioShack Authorized Service Facility; (c) con- 
sumables such as fuses or batteries: (d) cosmetic damage: (e) transportation, 
shipping or insurance costs; or (f) costs of product removal, installation, set- 
up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other 
rights which vary from state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, 

Fort Worth, TX 76102 
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